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GENERAL ASSEMBLY STEPS

use ßat-head 
screwdriver to 
tighten gripper 
to post

Tighten plastic 
set screw to 
keep panel in 
place

grooves 
toward 
ßoor

diffuser, with 
notched edges

washer

laminate on 
outside

Hook into groove.
Twist to tighten.

Z Beam Locks

Z Beam Splices

Post Splices

Counter Panels

Door Panel

Shelf Pins

Grippers to Post

Panels to Grippers

Canopy Tubing

Ceiling Diffuser

Graphic Panel
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PARTS DESCRIPTION

Z4400, with  masonite

Z4400

Z460

M1010 Post

Splice,  with  screws

E460, plastic  with  metal  strip

Shelf  Pin

Hammerhead  Pin

Gripper
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120"
[3m]

120"
[3m]

12"
[0.3m]

12"
[0.3m]

98"
[2.5m]

84"
[2.1m]

42 13/16"
[1.1m]

16 1/4"
[0.4m]

21 15/16"
[0.6m]

FRONT

SIDE
PLAN
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EXPLODED

ASSEMBLED

001

002

003

013

012

011

004

005

006

007

008

009

010

STEP 1

Lock the Z460 beams to the four lower upright posts in the order 
shown below. The lower edge of the beams should be 1-9/16" up from 
the ßoor. Refer to the 'General Steps' page for more info on how to 
engage the extrusion locks, and to the 'Parts List' for descriptions on 
each part. Lock in the three Z4400 pieces. Screw in the splices to the 
tops of the posts.

splice

ap
pr

ox
. 4

"

centered

upright posts
Z460

Z4400

Z460

1 9/16"

washer

laminate on 

outside
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EXPLODED ASSEMBLED

024

023

020 017

015

021

022

014

016

018

019

STEP 2

Slide the sintra fill panels into the slots as shown. The laminate on 
the two smaller pieces should face the outside of the unit. Lock in 
the Z460 horizontal beams in the order shown. Beams should be 
even with the tops of the four posts.

Z460

sintra with 
laminate on 
outside

sintra with no 
laminate

sintra with 
laminate on 
outside

Z460 
even with 
top of 
post
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EXPLODED ASSEMBLED

032

031
029

030

026

027

028

025

Z460

Z4400 with masonite filler (QTY:3)
(masonite must be facing up)

door panel

STEP 3

Install the left and right counter panels by sliding the red buttons 
down the grooves of the posts. Shelf holes should point to the 
inside. Slide the center door panel down between the other panels 
as shown. Lock in the three Z4400 beams to the rear Z460 beam. 
Assemble the two Z460 beams and lock in between the front 
posts, resting them onto the counter panels.BLACK BUTTON

DETAIL

RED BUTTON
DETAIL

NOTE: Masonite 
must be facing up
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EXPLODED ASSEMBLED

040

039

038

037

036

035

034

033

= =

STEP 4

Drop the bottom shelves (033 & 034) into the inside of counter, and rest 
on the lower Z4400 beams. Install the shelf pins and hammerheads in 
the locations as shown in detail 'SHELF PIN LOCATIONS' below. Drop 
in the middle two shelves (035 & 036) and rest on the shelf pins. 
Connect the upper four posts to the lower posts by sliding over splices 
and inserting screws as shown. Lock in 054 and 055 beams in between 
posts 037 and 038 before connecting those posts. These beams are for 
mounting the bottom edge of the graphic to, and should have the metal 
strips facing forward.

TOP VIEW

SHELF PIN LOCATIONS

shelf pin hammerhead

055

054

Z460, with metal 
strips facing 
forward



sintra with 
laminate on both 
sides
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EXPLODED ASSEMBLED

048

047

046

045
044

043

042

041

049

STEP 5

Assemble beams 043 and 044 and lock them into position as shown. 
Lock in beam 045 on side. Slide diffuser into grooves of these beams as 
shown. Keep the two front right locks undone until the diffuser is in 
place, then tighten. This will help make the diffuser installation easier.
Then install the remaining beams.

NOTE: Install these beams 
first, then slide in diffuser, 
then lock in the other beams.

grooves toward ßoor

grooves 
toward 
ßoor

diffuser, with 
notched edges

sintra with 
laminate on both 
sides

2-section diffuser

Leave these two locks loose 
until the diffuser is in place, 
then lock to post.
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EXPLODED ASSEMBLED

053

052

051

050

Roll-on Graphic
with magnet
(81"w x 40"h)

056

057

STEP 6

Snap the four pieces of E460 into the grooves of the rear posts & beams 
as shown, with the black metal strips facing forward. Carefully remove 
the graphic from the plastic tube, unroll, and install onto the E460 
pieces. Start in upper left corner and work over and down to the right, 
being sure to keep the graphic centered. Install the two counter top 
sections as shown.

E460 plastic, with 
metal strips facing 
forward

E460 with metal strip

graphic with magnet

40" long

40" long

39-11/16" long

39-11/16" long
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EXPLODED ASSEMBLED
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left header

right header

grippers

STEP 7

Attach the grippers to the top front beam and the two front posts as 
shown. Make sure the top grippers will line up with the grooves in the 
header panels. Tighten with a ßat-head screwdriver. Insert the panels 
and hold in place by tightening the plastic set screws in the back of the 
grippers.

use ßat-head 
screwdriver to 
tighten gripper 
to post

Tighten plastic 
set screw to 
keep panel in 
place

NOTE: Leave grippers 
attached to posts when 
packing, to speed up the 
next setup.

A

B
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EXPLODED ASSEMBLED

058

059

060

061

062

063

064

065

fabric, with zipper on back
Carefully stretch the fabric over 
the posts, and bring through the 
holes in fabric. Make sure zipper 
faces to the rear of the unit.

NOTE: Bolt posts to canopy frame 
BEFORE installing the fabric.

STEP 8

Assemble the canopy tube structure as shown, tightening the splices 
with the allen wrench. Make sure the black number labels are FACING 
UP. Bolt the four posts to the frame as shown. CAREFULLY stretch the 
fabric over the frame, poking the posts through the holes in the fabric. 
NOTE: Wear gloves and keep fabric off the ßoor to help keep it clean.

NOTE: Black number labels MUST FACE UP.
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EXPLODED ASSEMBLED

STEP 9

Drop the assembled canopy down onto the four upper posts of the unit. 
Tighten screws into the splices. Unit is now complete.



AS1: 10ft x 10ft (with AL1 wings)

#9904-AS1-01

CASE #3CASE #1 CASE #2

001 002 003 004

040039038037

005 006 007 008
021 022 032031

048044043 049

012011009 010
015014013 023

024 029 030028
047045

Roll-on graphic
in plastic tube

Splices

058

061

059 060

Canopy Fabric
in plastic bag

017 018 019

026 027025

036035034033

020016 042041

046 056 057

Wings & Header

Instructions
053

052051050
055054

062 063
064 065

5PCC-02 UF4831 5PCC-02


